WASTE CLASSIFICATION SOIL SAMPLING PROCEDURES

The following infecrmation details the Waste <la

| : ! Tlassification Soil
Sample Zollection Procedures. These prcceduras reprasent methods

utilized te ensura the validity of soil sameles collected at the
sica.

The ccmposite scil saaples will be ccocllected 1 the £fzllowing
manner:

TgulizTment:

o Two, 4-inch 0.D., stainless stzel nhand auger;

o) TwWwo, stainless steel handé trowels;

Q S5-quart stainless steel mixing‘bcwl;

o} Disposanle fiber brush;

ol Distilled water (2 gallons);

2 Jistilled water,/alconox mixture (1l gallon);

0 dcetcne (1 gallen);

ol Plastic spray oottle applicaccrs;

o) “Jide-mcuth, amber alzss jatrs with =zsflon-Lined screw
23ps;

S) Jamole cooler,ice packs

Prccedure:

P Ane {l) composizz soil samble will Te collacstad each
120 =sudic vards cf sxcavation spollis. Iagh ComEcsice
samcie will »e made up of Icur (2! iadividual sc1il
samoles. The soil samoles will ze collectzed Irncun
Si1%fz2rent ocring déepths o 2tTz21in the mO0StT  :ccurace
reprasentacion 2f the waste spclls.

29 The zuger will ce advanced :: tne desir2d szamoling
Zeoths, and zhe suger ccntrsls will 2e olaced Intc =
sgzinless steel mixing osowl., Tcll*wxnu -me <gcllaczicn
sf Zcur (4) scil samples, the conten:t witnin Tne Cowl
41ll o2e rherouunly smortied on & bench-kcte naver 2nd
Zivided into quarters. IJnlv cne quarctar will te zlaced
inte 2 samctl:ing Zar.,
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Jeon completion of the sampling for that Patticular
drum, the auger will be scrubbed clean, using alconox
and distilled water mixture, After scrubbing, the
auger will be vinsed with a alconox/distilled water
nixture and then rinsed again with distilled water.
The auger will be rinsed with acetone to remove any
T2sidual materials, allowedé to air 4ry, then given a
final rinse of distilled water. The hand trowel and

nixing bowl will also be deccntaminated following the
same procedures oetween sample collection.

The soll sample for laberatory analyses will be placed
into 2 wide-mouth amber jar with a teflon-lined screw
cap. A sample label will be prepared showing the

sample number, date, and analysis to be conducted. A
Chain-of-Custcdy Control form will also be prepared.

e solil sample dottles will be placed intc a storage
oler at 4°C (ice packs) for transport to the J 1
rge, Inc. offices located in Somerville, UJ. The

amples will be refrigerated until transferred o the
aboratory for analysis.
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